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1) . Images fuzzy/not sharp - Adjust focus for best overall sharpness.
2). Horizontal size incorrect - Adjust width coil slug for 6" horiz. width
3). Video not centered - Adjust H.Phase until video is centered.
4). Picture rolls vertically - Adjust vert. hold.
5). Vertical size incorrect - Adjust vert. height control for 4 1/2" hgt
6). Picture appears tilted - Loosen yoke set screw, rotate yoke to

desired position, re-tighten yoke set screw
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NOTE: FOR CRTS SHIPPED AFTER 8.14.89. DOES NOT
SUPERCEDE OLD ALIGNMENT GUIDE (FOR OLD
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INPUT (CENTERING

¥ FOCUS ADJUSTMENT ON SMALI_ PCB
ATTATCHED TO TUBE.
ENTER DIAGNOSTIC PROGRAM AND ALIGN (ON BULLSEYE PATTERND:
— o. CONTRAST POT DOWN UNTIL DISPLAY IS JUST VISIBLE,
— k. BRIGHTNESS POT UP UNTIL BACKGROUND RASTER IS VISIBLE.
__ c. BRIGHTNESS POT BACK DOWN UNTIL BACKGRDUND RASTER JUST
DISAPPEARS. |
d. CONTRAST POT UP TO DESIRED BRIGHTNESS.
e. FOCUS POT UNTIL PICTURE IS SHARP, |
___ £, H SIZE POT UNTIL WIDTH IS 6 INCHES.
g. V SIZE POT UNTIL HEIGHT IS 4 1/2 INCHES,
—_ h. H HOLD POT UNTIL DISPLAY IS CENTERED.

—— & (ON SQUARES PATTERN®D ADJUST LINEARITY POT UNTIL TOP &
BOTTOM SQUARES ARE THE SAME HEIGHT..
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